
Features
• 11-1/4" soaking depth.
• End drain can be installed as left- or right-hand drain.
• Six color-matched hydromassage jets with adjustable flow

control.

Material
• Made from solid Vikrell® material for strength, durability, and

lasting beauty.

Installation
• Drop-in or alcove.

Codes/Standards
ASME A112.19.7/CSA B45.10
CSA B45.5/IAPMO Z124
ASTM E162
ASTM E662
UL 1795
ADA
ICC/ANSI A117.1
EPA TSCA Title VI

Warranty – Bathing Fixtures (and)
Kitchen and Utility Sinks Made of Solid
Vikrell® Material
See website for detailed warranty information.
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Optional
Apron

30-1/2"
(775 mm)

29-1/2"
(749 mm)

14"
(356 mm)

14"
(356 mm)

Pump Motor Location

18" (457 mm) W
x 15" (381 mm) H
Access Panel

41-3/16"
(1046 mm)

10"
(254 mm)

21"
(533 mm)

13"
(330 mm)

Backing Block

Drain
Cutout

4"
(102 mm)

Overflow Detail

4-3/4" (121 mm)
1-1/2"
(38 mm)

Recommended Support
Clip of Roofing Nail
Locations (t total)

Ø 2" (51mm)
Drain

Block Locations (3)
When Optional Apron
is Used

60-1/8" (1527 mm) Max
60" (1524 mm) Min

8"
(203 mm)

29"
(737 mm)

43-1/3"
(1105 mm)

16-1/2"
(419 mm)

18-1/8"
(460 mm)

42"
(1067 mm)

60"
(1524 mm)

60"
(1524 mm)

NotesRequired Electrical Service
Install this product according to the installation
instructions.

One dedicated circuit required, protected with Class A
Ground-Fault Circuit-Interrupter (GFCI). Outside North America,
this device may be known as a Residual Current Device (RCD). Provide one grounded electrical outlet within 24"

(610 mm) of each component.120 V, 15 A, 60 HzPump:
Pump is supplied with 24" (610 mm)
grounding-type plug-in cord. Locate the outletTechnical Information

All product dimensions are nominal. behind the whirlpool, and within 24" (610 mm) of
the pump.Drop-in, Three-wall alcoveInstallation:

EndDrain location: Pump service access is required.
Do not disassemble the pump or piping as this
could void the warranty.

42" x 23" (1067 mm x 584 mm)Basin area, bottom:
51" x 32-1/2" (1295 mm x 826 mm)Basin area, top:

Size the drain cutout to fit the drain assembly that
will be used.

11-1/4" (286 mm)Water depth:
56 gal (212 L)Water capacity:

Double-studding is recommended for pivot
shower door installations.

Pump: 120 V, 7 A, 60 HzElectrical component
rating:

Studs should be positioned roughly as shown for
support clip or roofing nail installation.

SinglePump speed:
1-1/4" (32 mm)Minimum flat for door:

ADA compliant when installed to the specific
requirements of these regulations.
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